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features 



reinforcing ribs and connections 


To insure rigidity and 
sturdiness in our 
#12 gauge louver, 
each blade has three 
reinforcing ribs and 
three points of fastening 
at ends of each blade. 



positive drainage 


BRISK LOUVERS are 
designed to eliminate 
all obstructions that 
might collect dirt, soot, 
and foreign matter, 
thus preventing 
corrosion. Each rain 
washes the louver, and 
because of the positive 
drainage, keeps them 
clean, preventing 
discoloration of walls. 


weathorstripping 


In addition to the 
rugged construction of 
BRISK Adjustable 
Louvers, a positive 
weatherseal is provided 
by a gasket of Vinyl 
Plastic. This provides a 
wind and weather-tight 
contact between each 
blade or vane. 


caulking fin 

A positive weatherproof 
seal is obtained by the 
adoption of the Caulk¬ 
ing Fin in the construc¬ 
tion of BRISK 
LOUVERS. This permits 
superior caulking 
application egual to 
that obtained in the best 
window construction. 


Copyright, Brisk Waterproofing Co., Inc., 1957 



























extruded aluminum louvers 


stationary louvers 


scale IV 2 " = l’-0" 


recommended maximum 



y ^connecting 
bolt 

-- .— 

jamb intermediate mullion connecting mullion 

■ standard BS-19 ■ stormtight BH-8 


jamb 



caulking' 


caulking^ 



head — BRISK Stationary Louvers are designed to meet 

without an Y condition. They are manufactured in both 

caulking fin Standard Blade and Stormtight Blade design. 

Each design is also available in Streamline and 
Mullion construction. 

STREAMLINE provides an unbroken longitu¬ 
dinal appearance regardless of width and is 
our basic construction. 

MULLION is used where sectional appearance 
is desired to meet architectural or structural 
requirements. 


blade 


specifications 

STANDARD: Furnish and install in all openings 
where indicated on drawings, 12 gauge BRISK 
Extruded Aluminum Louvers, Type BS-19- 
Standard Streamline Stationary (or Types BSM- 
192—Standard Mullion Construction) as manu¬ 
factured by BRISK METAL PRODUCTS, 103 
Park Avenue, New York 17, New York. 

STORMTIGHT: Furnish and install in all open¬ 
ings where indicated on drawings, 12 gauge, 
BRISK Extruded Aluminum Louvers, Type BH-8 
—Stormtight Streamline Stationary (or type 
BHM-82 Stormtight Mullion Construction) as 
manufactured by BRISK METAL PRODUCTS, 
103 Park Avenue, New York 17, New York. 

For screen requirements see Page 7. 
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projected sill 


available In dual combination stationary or 
siormtighi troni and adjustable in back 
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adjustable louvers 


scales: 3" and 1 Vi" = 1'- 0" 


■ manual control 


plan 



typical section 


adjustable 



chain operated 


self closing 


fusible link 


relief louver 



design 

BRISK Adjustable Louvers are designed to provide a unit for adjustable opera¬ 
tion in which each blade is balanced on bronze bearings and brass pinions, 
linked together for equal blade adjustment and locked in place by wing nut 
locking device. Available in chain and self-closing operating types. 

specifications 

Furnish and install in all openings where so indicated on the drawings BRISK 
Extruded Aluminum Louvers of 12 gauge sections Adjustable Type BA-1 as 
manufactured by BRISK METAL PRODUCTS, 103 Park Avenue, New York 17. 
New York. 

nomenclature for other types: 

BC-3: Chain operated 

BF-6: Self-Closing Fusible Link 

BR-18: Self-Closing Balanced Relief Louver 

For Screen Requirements see Page 7. 
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extruded aluminum louvers 


■ remote control 

gear operated 


motor operated 


tr 
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Vertical rod 


- -coupling 


Gfi-439 gear 
box enclosed 


4 ^ 


9e 


12" wheel or 
6" crank— 


enclosed operators 


pole control #530 LSP 



BRISK Gear operated Louvers provide a unit for adjustable opera¬ 
tion where louvers are located beyond reach of manual operation. 
They may be controlled by wheel, chain or pole, as desired. 

specifications 

Furnish and install in all openings where so indicated on the draw¬ 
ings BRISK Extruded Aluminum Louvers, of 12 gauge sections. Gear 
Operated Type BGO as manufactured by BRISK METAL PRODUCTS, 
103 Park Avenue, New York 17, New York. 

motor operated 

BRISK Motor Operated Louvers retain all mechanical features of the 
Adjustable Louver Type BA-1 and in addition provide a damper 
type motor for opening and closing louver blades by remote control. 

specifications 

Furnish and install in all openings where so indicated on drawings 
BRISK Extruded Aluminum Louvers, of 12 gauge sections. Motor 
Operated Type BMO as manufactured by BRISK METAL PRODUCTS, 
103 Park Avenue, New York 17, New York. 

For screen requirements see Page 7. 
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solar canopies 


scales: V2" and IV2" = l'- 0 " 



projected type horizontal and 


vertical 
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plan 


Sol ° r Canopies are designed to eliminate solar heat and 
the building rOU9h Wmd ° WS thereby reducin 3 ‘he heat load inside 

J?® y , a [ e s ‘ ructuralI y and architecturally sound and acknowl- 
operation 7 EngmeerS as a direct savini ? to air conditioning 

<■-*> ■"«- 

specifications 

Furnish and install as indicated on drawings BRISK Extruded 


PRODUCTS S ?fn p C T? ieS as manufactured by BRISK METAL 
J^nUDUCTS, 103 Park Avenue, New York 17, New York. 

BRISK Solar Canopies to be constructed of Extruded Aluminum 
shad 0 e n v S an h e r s OU o?l 0 2 U gau 0 g U e. i99erS *° ^ * *” in * hickness and 

Outriggers to be secured to structure by means oi heavy cast 
boStSr ,0 ereC,i ° n COntract0r with aI1 necessary 

expansion* aml 7 contr"action. and d6Signed *° permit movement lor 
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solar canopies 


vent housing 


vent housing 


prefabricated 



■ section scale: 1 Vi" = l'-O" 



BRISK VENT HOUSINGS are designed to provide 
a prefabricated, shop assembled unit manufac¬ 
tured of aluminum throughout. 

The four sides are of BRISK LOUVER construc¬ 
tion. The roof is of 12 gauge aluminum with the 
underside insulated and soundproofed. 

specifications 

Furnish and install where indicated on the draw¬ 
ings, BRISK VENT HOUSINGS — Type BRV — 
manufactured of 12 gauge Extruded Aluminum 
Louvered sides with insulated aluminum roof as 
manufactured by BRISK METAL PRODUCTS, 103 
Park Avenue, New York 17, New York. 
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finishes 


BRISK METAL PRODUCTS are primarily manufactured of Extruded 
Aluminum Sections of standard mill finish. However, aluminum being 
versatile, lends itself to various finishes. Brisk Metal Products are avail¬ 
able in the following finishes: 


code 

type 

description 


mill 

The surface which naturally results from ex¬ 
trusion process. It is protected against han¬ 
dling with two heavy coats of clear metha- 
crylite lacquer. 

Cl 

satin 

Soft texture cf parallel scratch lines produced 
by belt polish 180-220 emery, creating a pleas¬ 
ant visual effect. May be applied to Mill Finish 
or protected with an alumilite coating and two 
heavy coats of methacrylite lacquer. 

R1 

caustic 

etch 

An attractive finish similar to etched glass. 
Available in Mill Finish or protected with an 
alumilite coating and two heavy coats of 
methacrylite lacquer. 

204 

alumilite 

A smooth, impervious oxide coating that in¬ 
creases weather resistance and resists abra¬ 
sion for maintainable surfaces giving a film 
thickness of .0004 and a minimum coating of 
17 mg. per square inch and with two heavy 
coats of clear methacrylite lacquer. 

215 

alumilite 

A smooth, impervious oxide coating that in¬ 
creases weather resistance and resists abra¬ 
sion for unmaintainable surfaces giving a 
film thickness of .0008 and a minimum coating 
of 35 mg. per square inch and with two heavy 
coats of clear methacrylite lacquer. 


color 

porcelain 

enamel 

finish 

A hard color surface produced by an im¬ 
proved electrochemical process. The finish is 
integral with the aluminum, and contains a 
high degree of color retention and perma¬ 
nency. 

Opaque vitreous enamel obtainable in a wide 
variety of glossy or matte colors. 


screens 


When desired, BRISK louvered products are equipped with removable 
screens mounted on front or back in Extruded Aluminum Frame at¬ 
tached with screw fastening devices. 

It is suggested that screens of one of the following types be used 
whenever possible to avoid excessive cost and delay: 

Insect — Aluminum insect screen of 18/14 mesh (0.125 gauge wire). 
Bird — W mesh expanded aluminum metal (.051 thickness.) 

Other types of screen available if desired. 
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experience and service 



BRISK louvers, solar canopies and vent housings are 
backed by the reputation of the Brisk Waterproofing 
Co. To manufacture the best in extruded aluminum 
building products, BRISK has drawn together a first- 
rate production staff headed by men who are pioneers 
in this field and who have long and thorough experi¬ 
ence in manufacturing louvers, solar canopies, vent 
housings and related products. 

The same high standards that BRISK has established 
in thirty years of service in the construction industry, 
characterize quality of BRISK louvers, solar canopies 
and vent housings. BRISK has always valued the 
company reputation for dependability. That same pol¬ 
icy goes into every BRISK extruded aluminum product. 

consultation service 

Thirty years of engineering experience have produced 
these standard details. We offer this experience for 
any special application that may be required. 


branch offices 



B 450 Statler Building 
® 1836 Euclid Avenue 

■ 107 So. Belvidere St. 

■ 511 No. Charles St. 

■ 11 lames Street 

■ 208 Llyswen Court 


Boston 16, Massachusetts 
Cleveland 15, Ohio 
Richmond, Virginia 
Baltimore 1, Maryland 
Rochester 7, New York 
Altoona, Pennsylvania 


representatives in other principal cities in the United 
States, Hawaii and Canada. 


j METAL PRODUCTS 

division of BRISK WATERPROOFING CO., INC. 
103 Park Avenue, New York 17, New York 
telephone: LExington 2*4430 
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